IRM 312TS
Technical data and Installation dimensions

IRM312TS Standard input rotation is
for engines which rotate in
an anticlockwise direction
when looking on the fly-
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TYPE DIMENSIONS  mm / inches : capacity (dry)
APpProx. approx.
A B, B, H, H, L I L, |L/SAE2|L,SAE3| o | /gt ke / ib
IRM 300'TS 165/ 6,30 [ 283/ 7114|283/ 114 | 137 /539 |310/ 1220|520/ 2047|496/ 19.532] B5/3.35 RO/ 305 | 8O/ 315 - R/85 150/ 330
MODEL RATIOS DIESEL SAE HORSEPOWER (KILOWATTS) POWER SPEED
BHP (kW) BHP (kW) BHP (kW) RATIO
4? IRM 312 TS 1.000 ().833 600 (448} T30 (545) 834 (622) 0.1946
a 1.195 1,000
= 1.432 1195
- 1706 1.432
= .
2.033 1.706
.J 2.047 2.033 523 (390) 637 (475) 728 (543) 0.1696
Max./Min engine speed limits: 3300/400 rpm
MODEL RATIOS DIESEL SAE HORSEPOWER (KILOWATTS) POWER SPEED
s
-
= .
= IRM 312 TS 1.000 0.833 666 (497) 811 (605) 927 (692)
o 1195 1000
E‘r 1.432 1.195
- 1.706 1432
(=9 .
2.033 1.706
m 2.047 2.033 581 (433) T08 (528) 809 (604) 0.1884

Max./Min engine speed limits: 3300/400 rpm







